
DT466E / DT530E Torque & Rebuild Specs 

 

Main Bearing 

 

Journal Diameter 

 

 Std - 3.535 ± .0006” / 89.8 ± .0152mm 

 .010” (0.254) 3.525 ± .0006” / 89.5 ± .0152mm 

 .020” (.508) 3.515 ± .0006” / 89.3 ± .0152mm 

 .030” (.762) 3.505 ± .0006” / 89.0 ± .0152mm 

  

Max Out of Round - 0.002” / 0.05mm 

 

Max Taper  - 0.0028 ‘ / 0.0711mm 

  

Journal – Bearing Clearance 0.0018 – 0.0050” / 0.045 - 0.127mm 

 

Connecting Rod  

 

Journal Diameter 

 

 Std - 3.1500 ± .0006” / 80.0 ± .0152mm 

 .010” (0.254) 3.1400 ± .0006” / 79.7 ± .0152mm 

 .020” (.508) 3.1300 ± .0006” / 79.5 ± .0152mm 

 .030” (.762) 3.1200 ± .0006” / 79.2 ± .0152mm 

 

Max Out of Round - .00025” / .0064mm 

 

Max Taper  - .00027” / .0069mm 

 

Journal – Bearing Clearance 0.0018 – 0.0050” / 0.045 - 0.127mm 

 

Rod to Crank Side Clearance .012 ± .0045” / 0.304 ± 1143mm 

 

Valve Lash Intk - .025”  Exh - .025” 

 

Cylinder Head 
 

Minimum Head Thickness – 5.040” 

 



Head Bolt Torque - 

 
 

Connecting Rod Bolts – 115 ft. lb. 

 

Main Cap Torque – 130 ft. lb. 

 

 

 

 


